pich 1,00x1.45mm (0.039"x0.057") | Male | S.M.T. R/A

Specifications

Bl Greenconns

GBCC204 Series .

Current Rating :
Insulation Resistance :
Dielectric Withstanding :
Contact Resistance :
Operating Temperature :

Materials

1.0 Ampere
1000 MQ Min
300V AC

20 mQ Max
-40°C to +105°C

Phosphor Bronze
High Temperature Thermoplastic, 24V-0 Nylon

Contact Material :
Insulation Material :

All materials must meet Greenconn’s requirements for environmental protection.

Recommended P.C.Board Layout
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* For Coded Dimension Not Inside The Table, Please Refer To"Ordering Information”

No. of Dimension Information No. of Dimension Information
Pins/Row| A | B | C [ D |MPins/Row| A | B [ C [ D |
I Ell 10.00 16.25 12.70 14.70
[ 11.00 17.25 13.70 15.70
[ ] JER 12.00 18.25 14.70 16.70
[ 13.00 19.25 15.70 17.70
B 200 1025 670 8.70 Il 14.00 20.25 16.70 18.70
A 500 1125 770 970
6.00 1225 870 1070 [N
BT 700 1325 970 11.70 |
B soo 1225 1070 1270 [
9.00 15.25 11.70 13.70 |IIEIB

Ordering Information

GBCC2 - XX AQ01REAC
Height Option (H) Standard No. of Pins per Row Standard Plating
: Gold Flash
1

Stardand Packaging : Tube

Selective Plating

:Tin

Due to technical p

01

rogress, all designs, specifications and components are subject to change without notice.



